
Namson PowerMARK U Series

Namson PowerMARK ECO U Series  Production line
intergrated

MANY OPTIONS:

U SERIES

MADE IN VIETNAM

Rotary/XY-Table Camera vision 
positioning

Protective working 
station

The UV laser marker with a wavelength of 355 nm is suitable for marking plastics (ABS, HDPE, PVC), 
glass, foils, ceramics in marking applications and micro-processing at extremely high processing 
speeds, as required for rapid industrial production processes, as well as high-precision without 
thermal impact.

IDEAL NON-THERMAL PROCESSING:
• The short wavelength (355 nm) of PMU allows “Cold marking” with high-quality result
avoiding materials from being deformed or burnt due to thermal.

CUSTOMIZED MAINTENANCE-FREE OPERATION:
• Minimize operation costs due to zero consumables and long-lasting lifetime.

FLEXIBLE INTEGRATION:

USER-FRIENDLY OPERATION:
• Easy-to-use software for simple operation; immediate and direct-from- manufacturer support. 

COLD MARKING   |   CUTTING   |   SCRIBING   |   DRILLING   |   RAPID PROTOTYPING   |   WIRE STRIPPING   

UV LASER MARKING MACHINE



Laser Type

Scan Head Direction

PRFo - PRFmax (WF0)

Type Power

Brand Laser Source

Power

Frequency

Beam Quality

Red Point

Positioning/Making Speed

Beam Diameter

Positioning Len Option

DPSSL UV 355nm laser

2D / 3D

60 / 60 / 50 / 50 / 100 / 100 / 120kHz

AA AF

0.5@60 / 1@60 / 5@50 / 8@50 / 20@100
25@100 / 30@120

Matrix Avia

JPTCoherent

3@30 / 5@30 / 10@50 / 20@50

Series

Model PMA-A-U

PowerMARK
Advance UV

EMA-S-U

EcoMARK 
Standard UV

PMA-S-U

PowerMARK
Standard UV

EMA-A-U

EcoMARK
Advance UV

20-100kHz

M2 < 1.2

355nm low power review

Positioning Speed: 12000 mm/s. Making Speed: 3000 mm/s

70mm 100mm

8µm 14µm

30-150kHz

30 / 30 / 50 / 50kHz

Cooling Air Water (Chiller)

Series

FMseries (Optional)

Optional Module

Power Supply

Consumption

Operating Temperature

Weight

Dimension
(Length x Width x Height)

Yes

220 - 240 VAC, 50/60Hz

1000W

Temperature: 100C - 350C / Humidity: < 65%, Non-condensing 

45kg

Controller Dimension: 474mm x 404mm x 175mm
Laser Head Dimension: 388mm x 94mm x 118mm (Not included  Floor-standing controller )

Model

Z Axis Manual Motion/Optional motorized control 

Integrated Industrial PC Yes No

+84 8 3997.4421 - +84 4 3736.8377 info@namson.com.vn www.namson.com.vn0909 961 715

APPLICATIONS

TECHNICAL SPECIFICATIONS

AccessoriesElectricity -Electronic Medicine Packing Smartphone

V1-18

51 - 53 Pho Quang Str, Ward 2, Tan Binh Dist, Ho Chi Minh city
No.3B, Lance 43, Giang Vo Str, Dong Da Dist, Ha Noi

PMA-A-U EMA-S-UPMA-S-U EMA-A-U

Yes No

PowerMARK
Advance UV

EcoMARK 
Standard UV

PowerMARK
Standard UV

EcoMARK
Advance UV

module
- Mark-from-memory 
module
- 3D Scanner
- XY gantry working table
- Rotary module
- Integrated I / O

module
- Mark-from-memory 
module
- 3D Scanner
- XY gantry working table
- Rotary module
- Integrated I / O

module
- XY gantry working table
- Rotary module

module
- XY gantry working table
- Rotary module


