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Part No. Dia (mm) Thk (mm) Material Wavelength  

WBK-24-1.4 24.0 1.4 BK7 1064nm 

WBK-24-2 24.0 2.0 BK7 1064nm 

WBK-25-1.1 25.0 1.1 BK7 1064nm 

WBK-30-1.4 30.0 1.4 BK7 1064nm 

WBK-38-3 38.0 3.0 BK7 1064nm 

WBK-60-3 60.0 3.0 BK7 1064nm 

WBK-72-3 72.0 3.0 BK7 1064nm 

WBK-75-1.6 75.0 1.6 BK7 1064nm 

WBK-76-3 76.0 3.0 BK7 1064nm 

WBK-78-1.5 78.0 1.5 BK7 1064nm 

WBK-78-3 78.0 3.0 BK7 1064nm 

WBK-80-2.5 80.0 2.5 BK7 1064nm 

WBK-83-3 83.0 3.0 BK7 1064nm 

WBK-84-2YG 84.0 2.0 BK7 1064/532nm 

WBK-85-2 85.0 2.0 BK7 1064nm 

WBK-86-2.5 86.0 2.5 BK7 1064nm 

WBK-96-3 96.0 3.0 BK7 1064nm 

WBK-97-2.5 97.0 2.5 BK7 1064nm 

WBK-98-2.5 98.0 2.5 BK7 1064nm 

WBK-106-3 106.0 3.0 BK7 1064nm 

WBK-110-2.5 110.0 2.5 BK7 1064nm 

WBK-116-2 116.0 2.0 BK7 1064nm 

Specifications 

Diameter Tolerance +0.0, -0.13 mm 

Thickness Tolerance ±0.25mm 

Clear Aperture >80% 

Parallelism <3 arc minutes 

Surface Flatness λ /4 per 1”Dia @632.8nm  

Surface Quality 40-20 scratch and dig 

Fused Silica/BK7 is known for its low coefficient of thermal 

expansion,  has  very  high  transmittance  for  light  in  the 

ultraviolet to near infrared range, has low scattering and is 

very cost effective. 

WBK/WFS Protective Window 
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Part No. Dia (mm) Thk (mm) Material Wavelength  

WBK-116-3 116.0 3.0 BK7 1064nm 

WBK-120-3 120.0 3.0 BK7 1064nm 

WBK-123-3 123.0 3.0 BK7 1064nm 

WBK-126-3 126.0 3.0 BK7 1064nm 

WBK-128-2 128.0 2.0 BK7 1064nm 

WBK-150-3 150.0 3.0 BK7 1064nm 

WBK-0.5-2G 12.7 2.0 BK7 532nm 

WBK-74-2.5G 74.0 2.5 BK7 532mn 

WBK-75-2.5G 75.0 2.5 BK7 532nm 

WBK-80-4G 80.0 4.0 BK7 532nm 

WBK-86-2.5G 86.0 2.5 BK7 532nm 

WBK-97-2.5G 97.0 2.5 BK7 532nm 

WBK-108-2.5GR 108.0 2.5 BK7 532/650nm 

WBK-118-3G 118.0 3.0 BK7 532nm 

WBK-126-3G 126.0 3.0 BK7 532nm 

WFS-15-2 15.0 2.0 Fused Silica 1064nm 

WFS-16-1.55 16.0 1.6 Fused Silica 1064nm 

WFS-18-3 18.0 3.0 Fused Silica 1064nm 

WFS-1-3 25.4 3.0 Fused Silica 1064nm 

WFS-1-5 25.4 5.0 Fused Silica 1064nm 

WFS-1-6.35 25.4 6.4 Fused Silica 1064nm 

WFS-36-2 36.0 2.0 Fused Silica 1064nm 

WFS-38-2 38.0 2.0 Fused Silica 1064nm 

WFS-1.5-5 38.1 5.0 Fused Silica 1064nm 

WFS-50-1.5 50.0 1.5 Fused Silica 1064nm 

WFS-50-2 50.0 2.0 Fused Silica 1064nm 

WFS-110-2.5 110.0 2.5 Fused Silica 1064nm 

WFS-140-4 140.0 4.0 Fused Silica 1064nm 

WFS-1-3G 25.4 3.0 Fused Silica 532nm 

WFS-1-3U 25.4 3.0 Fused Silica 355nm 

WFS-38-3U 38.0 3.0 Fused Silica 355nm 

WFS-90-3U 90.0 3.0 Fused Silica 355nm 

WFS-104-3U 104.0 3.0 Fused Silica 355nm 

NOTE: Protective window of different sizes are available upon request  


