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Medical Laser Mirror & Reflector 

Specifications 

Diameter Tolerance +0,-0.13mm 

Thickness Tolerance ±0.25mm 

Clear Aperture >80% 

Surface Flatness λ/4@632.8nm 

Parallelism < 3 arc minutes 

Surface Quality 40/20 scratch and dig 

Part No. Dia (mm) Thk (mm) AOI (deg) Material Wavelength  

RBK-25-3YG 25.0 3.0 45 BK7 1064/532nm 

RBK-1-6.3 25.4 6.3 45 BK7 1064nm 

RBK-25-3YGR 25.0 3.0 45 BK7 1064/650/532nm 

RBK-25-1AY 25.0 1.0 45 BK7 1064/755nm 

RBK-2-5-808 50.8 5.0 45 BK7 808nm 

RBK-1-6.3G 25.4 6.3 45 BK7 532nm 

RBK-30-5G 30.0 5.0 45 BK7 532nm 

RBK-30-5GR 30.0 5.0 45 BK7 532/645nm 

RFS-50-5 50.0 5.0 45 Fused Silica 1064nm 

RFS-30-5U 30.0 5.0 45 Fused Silica 355nm 

RFS-2-6.3U 50.8 6.3 45 Fused Silica 355nm 

NOTE: Medical laser mirror of different specs are available upon request  

We provide a full range of mirror for medical applications 

and these optics have been used as a replacement in 

most medical system.   
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