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ZnSe Focusing Lens 
Focusing lens are used to focus laser beam. The objective                            

of  focusing  the  laser  beam is  to  use  the  laser  power  for                

material processing.  ZnSe Lenses are widely used for CO2 laser 

application  because  of  its  low  absorption  at  infrared                               

wavelengths as well as its visible transmission. 

Specifications 

Diameter Tolerance +0/-0.13mm 

Thickness Tolerance ±0.25mm 

FL Tolerance <±2% 

ETV <3 arc minutes 

Clear Aperture >90% 

Surface Flatness λ/20 @10.6µm 

Surface Quality 40-20 scratch and dig 

AR/AR coating R<0.5% per surface @10.6µm 

Part No. Dia (mm) EFL (mm) BFL (mm) E.T. (mm) 

LZM-0.6-2-ET2 15.2 50.8 49.2 2.0 

LZM-0.75-1.5-ET2 19.1 38.1 38.0 2.0 

LZM-0.75-2-ET2 19.1 50.8 49.0 2.0 

LZM-0.75-2.5-ET2 19.1   63.5  64.0  2.0  

LZM-0.75-3-ET2 19.1  76.2 61.9 2.0  

LZM-0.75-3-ET3 19.1 76.2 73.9 3.0 

LZM-0.75-3.5-ET2 19.1 88.9 90.0 2.0 

LZM-0.75-5-ET3 19.1 127.0 124.8 3.0 

LZM-1-2-ET3 25.4 50.8 51.0  3.0  

LZM-1-2.5-ET2 25.4 63.5 61.5 2.0 

LZM-1-2.5-ET3 25.4 63.5 51.0  3.0  

LZM-1-3-ET2 25.4 76.2 76.0  2.0  

LZM-1-3-ET3 25.4 76.2 76.2 3.0 

LZM-1-3.75-ET3 25.4 96.5 96.0  3.0  

LZM-1-4-ET3 25.4 101.6 102.0 3.0  

LZM-1-5-ET3 25.4 127.0 128.0  3.0  

LZM-1-6-ET3 25.4 152.4 153.0 3.0  

LZM-1-7.5-ET3 25.4 190.5 188.3 3.0 

LZM-1-8-ET3 25.4 203.2 201.0  3.0  

LZM-1.1-1.5-ET2 27.9 38.1 35.4 2.0 

LZM-1.1-2.5-ET3 27.9 63.5 61.0 3.0 

LZM Series - ZnSe Positive Meniscus  Lenses  
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LZ Series -  ZnSe Plano-Convex  Lens  

Specifications 

Diameter Tolerance +0/-0.13mm 

Thickness Tolerance ±0.25mm 

FL Tolerance <±2% 

Centration <3 arc minutes 

Clear Aperture >90% 

Surface Flatness λ/20 @10.6µm 

Surface Quality 40-20 scratch and dig 

AR/AR coating R<0.5% per surface @10.6µm 

Part No. Dia (mm) EFL (mm) BFL (mm) E.T. (mm) 

LZM-1.1-3-ET3 27.9 76.2 73.6 3.0 

LZM-1.1-3.5-ET3 27.9 88.9 86.2 3.0 

LZM-1.1-5-ET6 27.9 127.0 122.7 6.0 

LZM-30-100.7-ET5.2 30.0 100.7 96.7 5.2 

LZM-1.5-2.5-ET3 38.1 63.5 47.0 3.0 

LZM-1.5-3-ET3 38.1 76.2 73.0 3.0 

LZM-1.5-4-ET3 38.1 101.6 98.7 3.0 

LZM-1.5-5-ET3 38.1 127.0 125.0  3.0  

LZM-2-150-ET3 50.8 150.0 147.0 3.0 

LZM-2-700-ET3 50.8 700.0 698.3 3.0 

Part No. Dia (mm) EFL (mm) E.T (mm) 

LZ-0.5-1.5-ET2  12.7 38.1 2.0 

LZ-0.6-1.5-ET1.5 15.2 38.1 1.5 

LZ-0.6-1.5-ET2 15.2 38.1 2.0 

LZ-0.6-2-ET2 15.2 50.8 2.0 

LZ-0.6-2.5-ET2 15.2 63.5 2.0 

LZ-0.6-4-ET2 15.2 101.6 2.0 

LZ-0.75-1-ET2 19.0 25.4 2.0 

LZ-0.75-1.5-ET2 19.0 38.1 2.0 

LZ-0.75-2-ET2  19.0 50.8 2.0 

LZ-0.75-2.5-ET2 19.0 63.5 2.0 

LZ-0.75-3-ET2 19.0 76.2 2.0 

LZ-0.75-4-ET2 19.0 101.6 2.0 

LZ-0.75-5-ET2 19.0 127.0 2.0 

LZ-0.75-12-ET2 19.0 304.8 2.0 

LZ-20-47-ET2 20.0 47.0 2.0 
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LZ Series -  ZnSe Plano-Concave Lens  

Specifications 

Diameter Tolerance +0/-0.13mm 

Thickness Tolerance ±0.25mm 

FL Tolerance <+/-2% 

ETV <3 arc minutes 

Clear Aperture >90% 

Surface Flatness λ/20 @10.6µm 

Surface Quality 40-20 scratch and dig 

AR/AR Coating R<0.5% per surface @10.6µm 

Part No. Dia (mm) EFL (mm) E.T (mm) 

LZ-10+1.4-ET1.25 10.0 -35.56 1.2 

LZ-12.5+0.5-ET3 12.5 -12.7 3.0 

LZ-12.5+0.6-ET2 12.5 -15.2 2.0 

LZ-12.5+0.75-ET2 12.5 -19.0 2.1 

LZ-12.5+0.75-ET3.3 12.5 -19.0 3.3 

LZ-12.5+1-ET2.3 12.5 -25.4 2.3 

LZ-0.5+14.4-ET3 12.7 -14.4 3.0 

LZ-0.5+32.08-ET2.2 12.7 -32.1 2.2 

LZ-0.5+1.5-ET3 12.7 -38.1 3.0 

LZ-15+0.75-ET3.1 15.0 -19.0 3.1 

LZ-15+25-ET3.3 15.0 -25.0 3.3 

LZ-0.75+1-ET3 19.1 -25.4 3.0 

LZ-0.75+30-ET3 19.1 -30.0 3.0 

LZ-0.75+1.5-ET3 19.1 -38.1 3.0 

LZ-0.75+2-ET3 19.1 -50.8 3.0 

LZ-20+712-ET3 20.0 -712.0 3.0 

LZ-25+1.5-ET4 25.0 -38.1 4.0 

LZ-25+56-ET3.6 25.0 -56.0 3.6 

LZ-25+37.46-ET3.3 25.0 -37.4 3.3 

LZ-1+2.5-ET3 25.4 -63.5 3.0 

Part No. Dia (mm) EFL (mm) E.T (mm) 

LZ-20-72-ET3 20.0  72.0 3.0 

LZ-25-3-ET2 25.0 76.2 2.0 

LZ-1-30-ET3 25.4 30.0 3.0 

LZ-1-1.5-ET3 25.4 38.1 3.0 

LZ-1-2-ET2 25.4 50.8 2.0 
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