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Part No. Dia (mm) Thk (mm) Type 

0RSI-25-3  25.0 3.0 Si Zero Phase Retarder 

0RSI-1-3 25.4 3.0 Si Zero Phase Reflector 

0RCU-38-10 38.0 10.0 Cu Zero Phase Retarder 

0RSI-1.5-4 38.1 4.0 Si Zero Phase Reflector 

0RSI-1.5-5 38.1 5.0 Si Zero Phase Reflector 

0RSI-2-5  50.8 5.0 Si Zero Phase Reflector 

0RSI-2-9.5 50.8 9.5 Si Zero Phase Reflector 

0RCU-50-10 50.0 10.0 Cu Zero Phase Retarder 

0RCU-60-10 60.0 10.0 Cu Zero Phase Retarder 

ZnSe Protective Window 

NOTE:  Mirror of different sizes and materials  are available upon request. 

ZnSe is commonly used in thermal resistance application. 

ZnSe has wide usage in high power CO2 laser systems. 

Specifications 

Diameter Tolerance +0.0, -0.13 mm 

Thickness Tolerance ±0.25mm 

Clear Aperture >80% 

Parallelism <3 arc minutes 

Surface Flatness λ /4 per 1”Dia @632.8nm  

Surface Quality 40-20 scratch and dig 

WZ Series 

Part No. Dia (mm) Thk (mm) Material Wavelength 

WZ-0.5-2 12.7  2.0  ZnSe 10.6µm 

WZ-18-2 18.0 2.0 ZnSe 10.6µm 

WZ-0.75-3 19.1 3.0 ZnSe 10.6µm 

WZ-1-3 25.4 3.0 ZnSe 10.6µm 

WZ-1.1-3 27.9 3.0 ZnSe 10.6µm 

WZ-30-1.5 30.0 1.5 ZnSe 10.6µm 

WZ-1.5-3 38.1 3.0 ZnSe 10.6µm 

WZ-50-3 50.0 3.0 ZnSe 10.6µm 

WZ-50-4 50.0  4.0  ZnSe 10.6µm 

WZ-2-5 50.8 5.0 ZnSe 10.6µm 
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Rectangular Protective Window  

Part No. L x W (mm) Thk (mm) Material Wavelength 

WZ-15x18x1 15x18 1.0 ZnSe 10.6µm 

WZ-31.75x31.75x4 31.75x31.75 4.0 ZnSe 10.6µm 

WZ-50x80x3 50x80 3.0 ZnSe 10.6µm 

WZ-65x85x3 65x85 3.0 ZnSe 10.6µm 

WZ-90x60x3 90x60 3.0 ZnSe 10.6µm 

WZ-95x95x3 95x95 3.0 ZnSe 10.6µm 

WZ-150x105x3 150x105 3.0 ZnSe 10.6µm 

WZ-150x105x6 150x105 6.0 ZnSe 10.6µm 

WZ-185x125x6 185x125 6.0 ZnSe 10.6µm 

Part No. Dia (mm) Thk (mm) Material Wavelength 

WZ-55-3 55.0 3.0 ZnSe 10.6µm 

WZ-60-3 60.0 3.0 ZnSe 10.6µm 

WZ-75-3 75.0 3.0 ZnSe 10.6µm 

WZ-80-3 80.0 3.0 ZnSe 10.6µm 

WZ-88-3 88.0  3.0  ZnSe 10.6µm 

WZ-90-3 90.0  3.0  ZnSe 10.6µm 

WZ-110-5 110.0  5.0  ZnSe 10.6µm 

WZ-180-6 180.0 6.0 ZnSe 10.6µm 

NOTE:  Customized window is available upon request. 

D
ia

T


