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ZnSe BXZ Series—CO2 Zoom Beam Expander 10.6/9.4µm 

BXZ series zoom expander with manual zoom and motorized variable zoom covering 

wavelengths from UV to the IR. ZOOM Beam expanders have been designed for use with 

various magnification.  

Part No. Magnification 
Input CA 

(mm) 

Output CA 

(mm) 
Type 

Length 

(mm) 
Wavelength  

BXZ-10.6-1-4XA 1x-4x 18.0  48.0  Manual 133.9 10.6µm 

BXZ-10.6-2-6XA 2x-6x 18.0  28.0  Manual 213.0 10.6µm 

BXZ-10.6-2-8X-MOT 2x-8x 10.0 30.0 Motorized 190.0 10.6µm 

BXZ-10.6-2-8X 2x-8x 10.0  36.0  Manual 182.0 10.6µm 

BXZ-9.4-2-8X 2x-8x 10.0  36.0  Manual 172.0 9.4µm 

*Motorized Zoom Expander: BXZ-MOT 

  - Operating Voltage 12V 

- Connecting Type RS232 

Part No. Magnification 
Input CA 

(mm) 

Output CA 

(mm) 
Thread 

Outer  

Dia (mm) 

Length

(mm) 
Wavelength 

BEX-10.6-4Z2i 4.0x 15.0 28.0 M22x0.75 36.0 67.3 10.6µm 

BEX-10.6-5Z1i 5.0x 13.0 23.0 M22x0.75 30.0 70.0 10.6µm 

BEX-10.6-6Zi 6.0x 11.0 26.0 M22x0.75 32.0 76.0 10.6µm 

BEX-10.6-6Z1i 6.0x 11.0 36.0 M22x0.75 44.0 75.0 10.6µm 

BEX-10.6-8Z1 8.0x 13.0 33.0 M22x0.75 44.0 121.7 10.6µm 

BEX-10.6-8Z2 8.0x 10.5 23.4 M22x0.75 30.0 64.8 10.6µm 

BEX-10.6-10Z1i 10.0x 10.0 36.0 M22x0.75 44.0 125.0 10.6µm 

BEX-9.4-2X 2.0x 16.5 23.0 M22x0.75 28.0 59.0  9.4µm 

BEX-9.4-2.5X 2.5x 13.0 21.0 M22x0.75 28.0 59.0 9.4µm 

BEX-9.4-3X1 3.0x 10.0 22.0  M22x0.75 28.0 71.0  9.4µm 

BEX-9.4-3X2 3.0x 18.0 30.0  M33x0.75 40.0 69.8  9.4µm 

BEX-10.6-3Z6i 3.0x 15.5 28.0 M22x0.75 36.0 60.0 10.6µm 

BEX-10.6-4Z1i 4.0x 10.0 20.0 M22x0.75 28.0 71.0 10.6µm 


